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1.1 New handling for file “uc3options.xml” via UC3 database and
TransUC3

3 till now the information which additional packages of the UC3 application are
activated on a UC3 device (linked with the serial number) was only based on
the file uc3options.xml from the folder \Speicherkarte\unicorn for the local UC3
device

O the file uc3options.xml is keeps the information which option numbers (TAG
name) can be used for which device number(s) and who created the file (TAG
signee) where this complete information is signed with the TAG “signature”

<?xml version="1.0" encoding="UTF-16"?>

<dat>
< =

<function=
<name |="8">22010811</name>
<device [="11">UC3.3060581</device>
<signature
|1="256"»37C24564FDEST 1084212348 AD9F40B88A327100ACI8CEDFEYI3FTC - "2 """~~~
CDEDB151EBCCCOAREFT4042500DFBT0504621DF95194A13EDEECF 90644

67EBN450A18TEEF 0828071 BADBE0SF 47865 ATEFDES50EaF 4FBs00403g | I PHON Description
8COBBBEAJBOSFB72D28B21F3EACDD 26D CABSR58</signature= ] zzmosn forwarding receipt
<signee [="10">mta@mt.com</signee> .
unction> [ 22010812 proof a.f origin . .
< f» [] 22014254 pramation [obzolete until the UC3-version 1.70.0.0
‘f“”C“C'T w9081 [ 22014291 pramation [uze from UC3-wersion 1.10.1.0)
<name |="8"> </name:>
<device 1="11">UC3.2060687 </device> [] 22015636 UC3-Zerver
<signature I:‘ 22018697 UC3-Simulation

|="256">28ADCBEEY762D6E8013EDCAI009F569ACAN40CTTO0B3BBETCASS

BABBECT736D05B0CCEEF EABE 14C2608A502CD6304A7 876EEBERBEF1711C D 22016173 cash register [USE until UC3-version 1.10.0. D]

CSE6B4D11066C5838B A0BCECA 304428750208 D0ACOFBFFa0c353dercsa | || 22014671 event interface couponing [use until JC3-version 1.10.0.0)
9E002"'73‘3‘25?5"\5'?\’:CiDFCSE98FDAE’CBSEEEMCD‘-’S‘Q“E‘“”E’ [J z2me3s0 event interface couponing [use from UC3-version 1.10.1.0]
<signee I="10">mia@mt.com</signee=
raneton @ ’ [ zzot6281  EC-Cash
<_f= [] 22016299 Cain count

<[dat>

[] 22016096 cazh regizter [uze from JC3-version 1.10.1.0)

O starting with UC3 application version 1.12.0 this information will also be stored
in a dedicated table into the UC3 database as a record which contains the serial
numbers of the devices for which for software option is valid including the
signature info

1.1.1 Merging the file uc3options.xml to the UC3 da tabase

O when the UC3 application starts-up and finds a uc3options.xml file in the local
folder \Speicherkarte\unicorn, then the information from this file is merged into a
UC3 database table (but only selling options which have a number, not beta or
debug)

O when the merging process is completed a new uc3option.xml file is generated
with all options existing for this device number in the database

O in the last step the UC3 application will start up using the content of the new
uc3option.xml file
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1.1.2 Transmit uc3options with TransUC3 command “sof tware_options”

O starting with UC3 application V 1.12.0 it’s
possible to transmit UC3 software options © Node:

(content of the file uc3options.xml) with the © Node:
new TransUC3 command O Tag:
“software_options” © Node:

03 with this command it's possible to read, O Tag:
write and delete the uc3options data O Tag:
records saved in the UC3 database © Tag:

© Tag:
O this XML command has a similar structure O Tag:

like the file uc3options.xml file, meaning
that single software options will have attached

O a list of serial numbers for which that option will be available

= the order of devices in that list is essential because the signature is
generated for the content of the data structure representing the
software option

= therefore the order in the serialized list must be identical to the order
in the original list

O an end date for availability of the software option
O a signature for whole content

O a signee info which show who was the owner of the UC3options-Wizard
which was used to create this software option

[ whenever software options data are modified in the UC3 database with a
TransUC3 command (write or delete them), those changes are also done in the
file uc3options.xml file

O therefore after receiving a series of changes regarding software options data,
the file uc3options.xml will be regenerated to contain actual data from database.

1.1.3 Conflict resolution between uc3option file an d software options in
database

O at UC3 application’ start-up can be reached one of the following situation
regarding software options
O the file uc3options.xml is not found / software options are present in the
UC3 database

= in this case the uc3options.xml file is generated based on the
database table

= after that the UC3 application start up will continue using the new
uc3options.xml file
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O the file uc3options.xml is found and database table for software options is
empty
= in this case data from the uc3options.xml file will be inserted into the
database table

= after that the UC3 application start up will continue using the still
existing uc3options.xml file

O the file uc3options.xml is found and software options exist also in database

= in this case the content of the file uc3options.xml

is read for each software option

then is verified if it already exists identically in database table
if not it's inserted as a new record to the database table
when the procedure for verifying all options red from the file
uc3options.xml is finished, the complete set of software
options for this UC3 device (serial number) exists in the UC3
database table

= in the next step based on the options listed in the UC3 database
table the file uc3options.xml will be regenerated

= finally the UC3 application starts up using the new, complete
uc3options.xml file

0000

[ because the information which options will be activated for a device are merged
in both directions (file = database / database = file) it may be not possible to
remove options only by deleting the complete file uc3options.xml or parts of it,
because with the next restart of the UC3 application the “old” uc3optiosn.xml file
will be regenerated again

O to delete all options or only some of them which exist in the UC3 database
and/ or the file uc3options.xml is only possible with this steps

= delete all or some of the options from the UC3 database by using the
TransUC3 command (first read all record from the database and
then delete this one which are no longer needed)
< if the UC3 application is active on this device in this moment
this options are also deleted in the file uc3options.xml
< if the UC3 application is NOT active on this device in this
moment you must delete the file uc3options.xml manually
before the UC3 application is restarted next time with a
connection to the MDD
< after the file is deleted connect the device to the MDD and
restart the UC3 application
2 now the database table of the device is synchronized with the
database table of the MDD (where the ole options record for
the device are deleted)
2 based on the new database table the new uc3options.xml file
Is generated

O the big advantage of this handling for options data is, that if the file
uc3options.xml of a device is missing in the local folder \Speicherkarte\unicorn
(may be because a damaged hard disk was replaced) it will be generated with
the first reboot of the application automatically (if the synchronization to the
MDD was successful) based on the database info for this device (linked to the
serial number)
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